
 

24V 
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24V 

 

24V 

BATTERY FORKLIFTS BATTERY FORKLIFTS

DIESEL FORKLIFTS

BATTERY FORKLIFTS

1000 - 1500 kg
3025 - 6035 mm
2994 - 3139 mm

24V
13 km/h

2200 - 3500 kg
2976 - 7915 mm
3516 - 3676 mm

80V
19 km/h

1500 - 2000 kg
2525 - 7035 mm
3226 - 3351 mm

48V
17 km/h

4000 - 4990 kg
2720 - 6030 mm

4405 mm
80V

18 km/h

1600 - 2000 kg
2525 - 7040 mm
3352 - 3447 mm

48V
17 km/h

1500 - 2000 kg
2525 - 7040 mm
3124 - 3200 mm

Kubota V2203
30,8 kW

2500 - 3500 kg
2976 - 7915 mm
3352 - 3896 mm

48V
18 km/h

2500 - 3500 kg
3005 - 7915 mm
3627 - 3840 mm

Kubota - Yanmar
50kW - 33,4 kW

10/13/15BTR-9 22/25/30/35BH-9

15/18/20BT-9U

40/45/50B-9

16/18/20B-9 15/18/20D-7E

25/30/33/35D(A)-9(E)
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48V

80V
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h

WWW.HYUNDAI.EU

 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h

3500 - 5000 kg
2720 - 6530 mm
4295 - 4500 mm

Cummins Kubota
75 kW - 55 kW

11000 - 16000 kg
2805 - 7525 mm
5920 - 6430 mm

Cummins QSB6,7
122 kW

5000 - 8000 kg
2730 - 6070 mm
4716 - 5316 mm

Cummins QSF3,8
75 kW

18000 - 25000 kg
3020 - 7034 mm
8045 - 8812 mm

Benz - Cummins
210 kW - 204 kW

35/40/45/50D(A)-9(F)

110/130/160D-9(L)

50/70/80D-9

180/250D-9
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25/30/35B-9U

Perfecte Service op locatie!
Of in eigen werkplaats!

Graafmachines • Wielladers
Dumpers • Verreikers

Compressoren • Bouw & Afbraak
Heftrucks • Diversen WWW.HYUNDAI.EU

 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h

WWW.HYUNDAI.EU

 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h

WWW.HYUNDAI.EU

 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED) LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

LPG FORKLIFTS REACH TRUCKS

MANUAL PALLET TRUCK

ELECTRIC PALLET TRUCKS

ACCESSOIRES

1500 - 2000 kg
2525 - 7035 mm
3433 - 3580 mm

HMC L4KB
44kW

2500 - 3300 kg
2932 - 7915 mm
3644 - 3782 mm

HMC L4KB
44kW

3500 - 7000 kg
2720 - 6060 mm
4145 - 4820 mm

GM 4,3L V6
70kW

1500 - 4000 kg
1430 mm

2012 - 2779 mm
48V

10 km/u

15/18/20L-7A

25/30/33L-9A

35/40/45/50/70L-7A

15P/40T-9
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24V 

WWW.HYUNDAI.EU

 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h

1400 - 2000 kg
4305 - 12007 mm
2511 - 2595 mm

48V
14km/h

2500 kg
200 mm

15/18/20/25BRJ-9

25HP/25HPW
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 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

SEMI ELECTRIC STACKER

ELECTRIC STACKERS

1500 kg
115 mm

1320 - 1347 mm
24V

5,3 - 6 km/h

1800 - 2000 kg
202 mm

1367 - 1520 mm
24V

5,5 km/h

2000 kg
202 mm

1670 mm
24V

7,1 km/h

1000 - 1500 kg
1600 - 3000 mm
1425 - 1505 mm

12V

15EP

18EP/20EP

20EPR/25EPR

CDD10B/15B
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24V 

 

24V 

1000 - 1200 kg
1600 - 1950 mm

1338 mm
24V

5,3 km/h

1500 kg
2500 - 5600 mm

1655 mm
24V

6,5km/h

1000 - 1500 kg
1600 - 5600 mm
1525 - 1575 mm

24V
5,3 - 5,8 km/h

2000 kg
1600 - 2500 mm

1365 mm
24V

5km/h

12ESN

15ESR

10ES/12ES/15ES

20EDPR
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h

2019

Vriesenrot 28
9200 Dendermonde
Tel 052 22 07 40
www.heuninck.be
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h
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 * PHOTO MAY INCLUDE OPTIONAL EQUIPMENT.

ELECTRIC PALLET TRUCKS

ELECTRIC STACKERS

ORDER PICKERS

30BHA-725BHA-722BHA-7

16ET-7N
1600 kg
125 mm (Lift height)
1375 mm
24 V / 150 Ah
6 km/h

14MS-7N
1400 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

20ET-7N
2000 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

16MS-7N
1600 kg

1505 / 4855 mm

1588 mm

24 V / 180-300 Ah

6 km/h

22EP9-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
9 km/h

Foldable Platform & Body-side-protectors

20HSL-7N
2000 kg

1510 / 5460 mm

1591 mm

24 V / 270-360 Ah

6 km/h

Initial lift

20DSP-7N
2000 kg

1725 / 2125 mm

1867 mm

24 V / 270-360 Ah

5.6 km/h

Foldable platform

13BOP-7
1360 kg
3275 / 9321 mm
1818 mm
48 V / 400 Ah
10 km/h

20-OPL-7N
2000 kg

125 mm (Lift height)

2400 mm

24 V / 465 Ah

12 km/h

18ET-7N
1800 kg
125 mm (Lift height)
1484 mm
24 V / 180 Ah
6 km/h

14MSL-7N
1400 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift22EP6-7N
2200 kg
125 mm (Lift height)
2070 mm
24 V / 270 Ah
6 km/h

Foldable Platform

20HS-7N
2000 kg

1505 / 5455 mm

1837 mm

24 V / 270-360 Ah

6 km/h

20DS-7N
2000 kg

1725 / 2125 mm

1691 mm

24 V / 270-360 Ah

5.6 km/h

10BOP-7
1000 kg
3275 / 9321 mm
1769 mm
48 V / 300 Ah
10 km/h

10-OPL-7N
1000 kg

720 mm (Lift height)

2158 mm

24 V / 465 Ah

12 km/h

22ET-7N
2200 kg
125 mm (Lift height)
1564 mm
24 V / 270 Ah
6 km/h

16MSL-7N
1600 kg

1506 / 4856 mm

1834* mm

24 V / 180-300 Ah

6 km/h

Initial lift
30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

14LS-7N
1400 kg

1500 / 4240 mm

1410 mm

24 V / 180-240 Ah

6 km/h

12LS-7N
1200 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

10LS-7N
1000 kg

1500 / 4240 mm

1400 mm

24 V / 180-240 Ah

6 km/h

WARRANTY CLAIM

Hyundai Forklifts

The standard warranty (labour and parts) is valid for the fi rst two (2) 

years starting from the date of delivery to the initial end user or the 

fi rst two thousand (2000) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst. Additionally starting 

from 5T-up, various PEW programs are offered.

Hyundai Warehouse Equipment (electric pallet trucks and stackers)

The standard warranty (parts only) is valid for the fi rst twelve (12) 

months from the date of delivery to the initial end user or thousand 

two hundred (1200) hours of operation as registered on the hour 

meter of the products, whichever comes fi rst.

Warehouse equipment and LPG : 2 years – 2.000 hours.

Battery range, serie -9 and -7A diesel : 2 years – 3.000 hours.

30BHA-725BHA-722BHA-7

30BHA-725BHA-722BHA-7

10ES-7N
1000 kg

1570 mm (Lift height)

1346 mm

24 V / 85 Ah

4.5 km/h

14ES-7N
1400 kg

818 mm (Lift height)

1385 mm

24 V / 85 Ah

5 km/h

 LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)  LOAD CAPACITY      LOAD CENTER     LIFTING HEIGHT (MIN. / MAX.)    AISLE WIDTH (1000x1200)    ENGINE      RATED POWER      TURNING RADIUS      BATTERY CAPACITY (NOMINAL)      TRAVEL SPEED (UNLOADED)

REACH TRUCKS

TOW TRUCKS

18BR-7
1800 kg

500 mm

2525 / 7035 mm

2762 mm

48 V / 300 Ah

11 km/h

16BRJ-7
1600 kg

600 mm

4335 / 10501 mm 

2736 mm

48 V / 420 Ah

14 km/h

20BR-7
2000 kg

500 mm

2505 / 7005 mm

2827 mm

48 V / 335 Ah

12 km/h

20BRJ-7
2000 kg

600 mm

2505 / 7005 mm

2827 mm

48 V / 560 Ah

14 km/h

25BR-7
2500 kg

500 mm

2505 / 7505 mm

2897 mm

48 V / 335 Ah

12 km/h

25BRJ-7
2500 kg

600 mm

2505 / 7005 mm

2872 mm

48 V / 560 Ah

14 km/h

15BR-7
1500 kg

500 mm

2525 / 7035 mm

2723 mm

48 V / 280 Ah

11 km/h

14BR-7
1350 kg

500 mm

2525 / 7035 mm

2686 mm

48 V / 230 Ah

11 km/h

14BRJ-7
1400 kg

600 mm

4335 / 10501 mm 

2722 mm

48 V / 420 Ah

14 km/h

15PA
1500 kg

2065 mm

48 V / 280 Ah

10 km/h

40TA
4000 kg

1565 mm

48 V / 280 Ah

10 km/h


